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Call Rick Henderson @ (407) 696 -9822 or at Rick@MRIDepot.com

1998 ADAC Vertex Plus Epic

1 Reference Number: 311 9JC
1 System Configuration: Currently Installed

1 System was reconditioned in 2008

1 This system isavai lable for deinstallation immediately
Inspection prior to full purchase available
1 Turnkey installation available worldwide

=

Price: Negotiable

*Subject to Availability

*System specifications and photographs as provided by the seller are on the
following pages.
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Recondition Philips/ ADAC Vertex Plus EPIC
Variable-Angle and Total Body Dual Head

Variable-Angle Jumbo Detector and Electronics:

-Versatile 0 to 90 dual head detector angulation with optimized 90 to180 SPECT detector configurability
-Dual NAI detectors with wide 20" x15” field of view and 3/8” thickness for high resolution and efficiency
-Useful detector range: 56 to 511 keV

-Digital reaktime energy, linearity and uniformity correction

-55 linear gain photomultiplier tubes

-CARDIOTRAC automatic centering and roving zoom electronics and SPECT acquisition software
-Optimized beveled detector heads and collimators

-Independent radial detector drives and software

- Three 460 channel pulse height analyzers

Open- ACCESS Ring Gantry with Patient imaging Table

-Compact high stability open dual-ring gantry design

Mfide 2805 patient access between collimated detectors for imaging large patients

and unobstructed monitoring

-X-ACT robatics for efficient and automatic set-up of gantry, detector, collimators and patients table
-Multipurpose SPECT whole-body and general imaging patient table with contoured head rest

and motorized vertical and lateral translation control

-Six gantry/detector positional digital LED displays

-Systlem electronics cabinet

-ergonomically designed local or remote controller

Integrated Semi-Automatic Collimator Exchange System

Efficient semi-automatic collimator exchange storage rack and server. Storage provides for up to four (4)
pairs of collimators.

Camera Service and User's Manuals {1set)

Computer User's Manual

Dual Screen Digital Acquisition Control Console:

-Dual monitor operator control console

-Refurbished Mobile cart

-User Definable imaging protocols

-Easy —to- use graphic operator interface

-Integrated video persistence scope on console with convenient video spedral or image display



Atlas universal Acquisition Software for Cardio, Solus, Vertex Plus

Unix-based Sun Risc Central Processor:

-32 bit Sun Sparc Interger and floating point unit
-Powerful Risc technology processor
-Advanced superscaler architecture (50 MHz)
-Spec Int 92-72.0, SpecPp 92 -79.2

-32 Mbytes CPU memory
-32 Mbytes Image Memory
-Graphics Accelerator

Vertex Installation Grout Kit

Independent High Resolution Processing Console

-1152 x 900 Resolution
-Large 20" color monitor

-Easy-to-use graphic operator interface
-Detachable keyboard and 3 button mechanical mouse

Industry-Standard System and Communications Software

-SunOS 4.1.3 (UNIX)
-PegasysX 4.2
-Ethermnet, TCP/IP and NPS

Comprehensive ADAC PEGASYS Clinical Software

ADAC Clinical Applications Programs for SPECT, whole-body, dynamic, gated
and planar imaging.

-PEGASYS Clinical Software Programs

-Acquisition Software

-INSTANTVIEW Image Display Programs



