


PREFACE 
 

Thank you for purchasing a Kipor generator through the Coast Distribution 

System. 

 

This manual covers the operation and preventive maintenance of the 

KDE5000E and KDE5000TA generator sets. This manual is primarily 

concerned with the generator specifications, function, troubleshooting and 

repair. There is a separate manual to cover the KM186FA engine. 

 

All information in this publication is based on the latest product information 

available at the time of approval for printing. 

 

No part of this publication may be reproduced without written permission. 

 

If a problem should arise or if you have any questions about the generator, 

consult an authorized Kipor service center 

 

Our generators are designed to give safe and dependable service if operated 

according to instructions. Read and understand the operation manual before 

operating the generator. Failure to do so could result in personal injury or 

equipment damage. 

 

Several preventive maintenance procedures require background knowledge in 

diesel engines. Be sure to consult an authorized service center when 

necessary. Coast Distribution will maintain a service manual and parts 

breakdown on its website to guide the technician. Go to 

www.coastdistribution.com for more information. 
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1. MAIN TECHNICAL SPECIFICATIONS AND DATA 

 

Model 

Item  
KDE5000E KDE5000TA 

Rated frequency (Hz) 60 60 

Max power (kVA) 5.0 5.0 

Rated power (kVA) 4.5 4.5 

Rated voltage (AC) 120/240 120/240 

Rated current (AC) 37.5/18.8 37.5/18.8 

Rated speed (rpm) 3600 3600 

Phase  single phase 

Power factor 1.0 

Excitation mode self excitation constant voltage(AVR) 

Structure mode Open Frame Sound Attenuating 

Enclosure 

Gross weight lbs. (kg)  201 (95) 376 (171) 
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Dimensions (LxWxH)   in (mm) 
28.4x18.9x33.3 

(720x480x845) 

35.8x20.5x29.1 

(910x520x740) 

 

Model 

Item  
KDE5000E KDE5000TA 

Model KM186FAG 

Type 4-stroke, single-cylinder, air-cooled, 

direct injection diesel engine 

Continuous output(kW/rpm) 6.3 6.3 

Max. Power (kW /rpm) 6.6 6.6 

Bore x stroke in. (mm) 3.39x2.83 (86x72) 

Displacement cu in. (cc) 25.5 (418) 

Cooling system Forced air-cooled system 

Lubricating system Pressure splash 

Lube oil capacity qt.(L) 1.45 (1.65) 

Starting system recoil/electric electric 

Fuel  Diesel 

Fuel capacity gal. (L) 3.96 (15) 4.23 (16) 
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Low oil pressure alarm  with 
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2. COMPONENT IDENTIFICATION 

 

2.1 Component Location KDE5000E 
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2.2 Component Location KDE5000TA 

 

 

 

 

 

 

 

 


