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Working instruction for
Zenoah/ CY and Solo engines

Our 1:5 On-Road and 1:6 Truck models we deliver with standard air filter including
factory-oiled filter insert. This filter is sufficient for the use on tracks with low forma-

Radio conirel

Racing cars

tion of dust. As a precaution we recommend to change or rather clean the foam fil-

ter inserts more often and soak them afterwards again completely with filter oil 6441.
According to the higher formation of dust we standard equipped our 1:6 Off-Road
models with the FG Off-Road inlet air filter with oiled filter insert. Corresponding to
the formation of dust you also have to clean the filter inserts of these Off-Road fil-
ters, check them on fissures and soak them in filter oil 6441, too.

Attention! The K & N air filter oil is not suitable for foam filters. Further inlet slencers,
filter oils a.s.o. for FG models and other brands you will find in our FG main catalog 3

on the pages 49 and 132-135.

1. Initial operation of the engine

Always check if the air filter and also the air filter adapter are seated
correct and firm before starting the engine. The basic adjustment of
the engine is preset by the factory. At high formation of dust we rec-
ommend to seal the connection between carburetor, air filter
adapter and air filter additionally with FG Silicone 6503. The petroil
lubrication should be 1:25 which means a share of 4 % oil. Suitable
is Super or Superplus petrol. We recommend our FG Panolin
Racing Oil for an optimal lubrication (FG catalog 3, page 129).

2. Starting the cold engine

Close the carburetor throttle valve or rather bring it into neutral gear.
Now shut the choke flap at the carburetor. Press the primer pump at
the carburetor until the pump is full with fuel. Slowly pull the rope
starter until you feel the first resistance, then pull strongly until the
engine ignites audible. Normally the engine will stop again after the
first ignition. Now open the choke flap and pull the rope starter once
again until the engine runs. Never run the cold engine at full-load or
with high speed ranges, rather warm-up the engine for approx. 3-4
minutes at a low speed range. We can not grant a guarantee for
damages.

3. Starting the warm engine

Leave the choke clap open, press the primer pump and actuate the
rope starter. To turn the engine off, press the ignition switch until the
engine stops.

4. Carburetor adjustment

The adjustment of the carburetor is preset by the factory adequate
to the local conditions. Depending on air filter, exhaust silencer and
operating conditions a correction may be necessary.

Drive the engine until it has reached its working temperature. If the
engine decelerates a little during the acceleration, then it runs too
lean. In this case open the No-load adjusting screw L anticlockwise.
If the engine revs up only slowly stammering and under clouds of
smoke, then the engine probably runs with an overrich mixture. In
that case you should turn the No-load adjusting screw L clockwise.
In order to adjust the maximum range of speed, lift the rear wheels
and drive the warm engine shortly at full speed. Now you can turn
the Full-load adjusting screw H to the left (lean mixture) or to the
right (overrich mixture).

ATTENTION! Don’t drive the engine in a no-load condition too long
at the maximum speed range. Mostly the neutral gear adjusting
screw has to be regulated once again if it was necessary to adjust
the engine at the No-load adjusting screw L or Full-load adjusting
screw H.

5. Basic adjustment of the carburetor

The declared values are reference values. Mostly the carburetor has
to be readjusted. If you have the feeling that the No-load adjusting
screw L or the Full-load adjusting screw H is completely misadjust-
ed, then close both adjusting screws L + H carefully. Afterwards
open the adjusting screws anticlockwise corresponding to the fol-
lowing table.

FG Modellsport-Vertriebs-GmbH
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73650 Winterbach-Germany
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Zenoah/ CY engine
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5 adjusting screw L
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Full-load No-load

adjusting screw H adjusﬁng screw L
Sportsline/ Solo 1.25 turns 1 turns
Sportsline, Comp./ Solo-Tuning  1.75 turns 1 turns
Formula 1/ Solo 1 turns 1.50 turns
Formula 1/ Zenoah G230/260RC 1 turns 1.25 tumns
Formula 1/ FG CY23/CY26 1 turns 1.25 tumns
Sportsline | Zen. ZG22/ G2D 1 turns 1 turns
Competition | Zen. G230/260RC  1.50 turns 1.25 turns
Buggy | FG CY23/CY26 1.25 turns 1.25 turns

During the first two tank fillings you should avoid maximum speed
ranges in no-load condition as well as longer full-speed drives on
parking places. The first thing we recommend to check is the ef-
fective radius of your radio control system with running engine.

Never operate the engine in closed rooms without sufficient ven-
tilation. Further safety instructions are enclosed with the engines.
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Ersatzteilliste fiir
7300/9 Zenoahmotor G230RC/04

7384

7301/8
7303/8
7304/2
7305/8
7306/8
7307/9

Zenoahmotor G260RC
Kurbelgehause A+B, 1 St.
Dichtring, 2 St.

Kugellager, 2 St.
Kurbelgehausedichtung, 1 St.
Zylinder-FuBdichtung, 1 St.
Zylinder G230/04,15t.

7307/10 Tun.-Zylinder f. FG Zenoah02 ,15t.

7308/9
7309/9
7310
7311
7312
7312/1
7313/8
7313/1
7314
7315
7315/1
7316
7317/8
7318
7319/8
7323/8
7323/9

Kolben G230/04, 1 St.
Kolbenring G230/04, 1 St.
Kolbenbolzen, 1 St.
Kolbenbolzensicherung,
Nadellager kompl., 1 St.
Zentrierscheiben f. Nadellager, 2 St.
Kurbelwelle kompl., 1 St.
Keil fur Kurbelwelle, 1 St.
Sechskantmutter, 1 St.
Mitnehmer f. Kuppl.-Backen,
Schraube f.Mitnehmer, 1 St.
Kupplungsbacken, 2 St.
Kupplungsfeder, 1 St.
Passschrauben f. K.-Backen 2 St.
L iifterrad/G230/260RC,CY, 1St.

2 St.

1 St.

Seilzugstartv. kpl./G230/260RC,CY,1S5t 7372

Startergehause/G230/260RC,CY, 15t.

7323/10 Federkassette /G230/260RC,CY, 1St.
7323/11 Seilrolle/G230/260RC,CY, 1St.
7323/12 Starterseil/G230/260RC,CY, 15t.
7323/13 Startergrift/G230/260RC,CY, 15t.
7323/14 Starterklinke/G230/260RC,CY, 1St.
7323/15 Druckfeder/G230/260RC,CY, 15t.
7323/16 Schraube/ Scheib./ G230/260RC,CY, 35t.

7326/8
7328/2
7328/8
7330/8
7332
7334/8
7335
7336
7337
7339/8
7340/8
7341/8
7342/8
7343/8
7344/8
7354/8
7355/8
7356/8
7357
7361/8
7362/9
7363
7364
7365
7365/9
7366/8
7367/8
7368
7370
7371
7372
7372/1
7373
7374

Sicherungsring/G230/260RC,CY, 15t.
Zundkerzenstecker, 1 St.
ZUndspule/ G230/260RC,CY, 1St.

Schrauben f.Schalld.M5x60/Zen.,CY 2St.
Schalldampferdichtung /Zenoah,CY, 2St.

Schraubensatz-Motor, Set

Dichtung f. Isolator /Zenoah,CY, 1St.
Isolator, 1 St.

Dichtung f. Vergaser /Zenoah,CY, 15t.

Vergaserschrauben/ G230/260RC,CY, 2St.

Aus-Schalter/ G230/260RC,CY, 1St.
Motorgehduse A, 1 St.
Motorgehause B, 1 St.

Zundkerze/ G230 RC,CY, 1St.

Kabeldurchfiihrung/ G230/260RC,CY, 1St.

Distanzstlck/ G230 RC,CY, 15t.
Vergaser/ G230/260RC,CY, 1St.
Luftfilter/G230/260RC,CY,kompl., 1St.
Luftfilter-Einsatz / Zenoah,CY, 25t.
Vollgasdusennadel/ Feder, 2 St.

Leerlaufdlisennadel/ Feder G230/04, 2 St.

Membrane-Satz, 2 St.
Vergaserdeckel, 1 St.
Standgasschraube/ Feder, 2 St.

Standgasschr./Feder G230/260RC04, 2S5t.
Drosselklappenwelle m. Schraube, 2 St.

Drosselklappe, 1 St.
Schenkelfeder, 1 St.
Membrane-Satz, 2 St.

Kunststoffteil m. Vergaser-Nippel, 1 St.

Metallteil f. Pumpe, 1 St.
Schrauben fiir Metallteil, 4 St.
Pumpe, 1 St.

Vergaserhebel, 1 St.

7375  Schraube f. Vergaserhebel, 1 St. 7313/8 Crankshaft complete, 1 pce. 7339/8 Screws f.carb./G230/260RC,CY, 2pcs. 7385/1 Cylinder 26 ccm, 1 pce.
7377/8 Choke-Welle m. Schraube, 2 St. 7313/1 Key for crankshaft, 1 pce. 7340/8 Circuit breaker/G230/260RC,CY, 1pce. 7385/2 Piston 26 ccm, 1 pce.
7378/8 Choke-Klappe, 1 St. 7314  Hexagon nut, 1 pce. 7341/8 Engine housing A, 1 pce. /385/3 Piston ring 26 ccm, 1 pce.
7379/8 Choke-Hebel, 2 St. 7315  Clutch block carrier, 1 pce. 7342/8 Engine housing B, 1 pce. 7385/4 Gudgeon pin 26 ccm, 1 pce.
7385/1 Zylinder 26 ccm, 1 St. 7315/1 Screw for carrier, 1 pce. 7343/8 Spark plug G230 RC,CY; 1pce. 8344/1 On:ﬁ_,__.:m flange Solo/Zeno 3.@:.“..5:&%
7385/2 Kolben 26 ccm, 1 St. 7316  Clutch blocks, 2 pcs. 7344/8 Cable bush./G230/260RC,CY, 1pce. 8345  Coupling flange Zenoah vertical
7385/3 Kolbenring 26 ccm, 1 St. 7317/8 Clutch spring, 1 pce. 7354/8 Spacer block/G230RC,CY, 1 pce.
7385/4 Kolbenbolzen 26 ccm, 1 St. 7318  Dowel screws f. clutch blocks, 2 pcs. 7355/8 Carburetor/G230/260RC,CY, 1pce.
8344/1 Kuppl.-Flansch Zenoah liegend, 1 St.  73719/8 Cooling fan/G230/260RC,CY, 1pce.  7356/8 Air filter/G230/260RC,CY, 1pce.
8345  Kuppl.-Flansch Zenoah stehend, 1 St. 7323/8 Pull start unit/G230/260RC,CY, 1pce. 7357  Air filter foam, Zenoah,CY 2pcs.
: 7323/9 Starter hous./G230/260RC,CY, 1pce. 7361/8 Needle(full-speed)/ spring, 2 pcs.
Spare parts list for 7323/10 Spring assem./G230/260RC,CY, 1pce. 7362/9 Needle(idle speed)/spring G230/04,2pcs.
7300/9 Zenoah engine G230RC/04 7323/11 Rope pulley/G230/260RC,CY, 1pce. = 7363  Diaphragm, 2 pcs.
7384 Zenoah engine G260RC 7323/12 Rope/G230/260RC,CY, 1pce. 7364  Carburetor cover, 1 pce.
7301/8 Crank case housing A+B, 1 pce. 7823/13 Starter handle/G230/260RC,CY, 1pce. 7365  Throttle screw /spring, 2 pcs. Radio control
7303/8 Seal ring, 2 pcs. 7323/14 Starter ratchet/G230/260RC,CY, 1pce. 7366/8 Valve, 1 pce. m o
7304/2 Bearings, 2 pcs. 7323/15 Press. spring/G230/260RC,CY, 1pce. 7368  Leg spring, 1 pce. acing cars
7305/8 Crankshaft gasket, 1 pce. 7323/16 Screw,disks/G230/260RC,CY, 3pcs. 7370  Diaphragm set, 2 pcs. .
7306/8 Cylinder gasket, 1 pce. 7326/8 Securing ring/G230/260RC,CY, 1pce. 7371  Plastic part with carb. nipple, 1 pce. FG Modellsport-Vertriebs-GmbH
7307/9 Cylinder G230/04, 1 pce. 7328/2 Spark plug cap, 1pce. 7372  Metal part f. pump, 1 pce. mw nningerstr. 2
7307/10 Tun.-Cylinder f. FG Zenoah 02, 1 pce. 7328/8 Ignition coil/G230/260RC,CY, 1 pce. 7372/1 Screws f. metal part, 4 pcs. 650 Winterbach-Germany
7308/9 Piston G230/04, 1 pce. 7330/8 Scews f.silencer M5x60/Zen.,CY,2pcs. 7373  Pump, 1 pce. Phone: +49 7181 9677-0
7309/9 Piston ring G230/04, 1 pce. 7332  Silencer gasket /Zenoah,CY, 2pcs. 7374  Carburetor arm, 1 pce. Fax: +49 7181 9677-20
7310 Gudgeon pin, 1 pce. 7334/8 Screw set engine 7375  Screw f. carburetor arm, 1 pce. info@fg-modelisport.de
7311 Gudgeon pin clips, 2 pcs. 7335  Insulator gasket/Zenoah,CY, 1pce.  7377/8 Choke shaft w. screw, 2 pcs. www.fg-modellsport.de
Needle bearing, 1 pce. 7336  Insulator, 1 pce. 7378/8 Choke flap, 1 pce. www.fg-team.com
7312/1 Spacer washer, 2 pcs. 7337  Carburetor gasket/Zenoah,CY, 1pce. 7379/8 Choke lever, 2 pcs.
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Betriebsanleitung fur
Solo- und Zenoahmotoren, Teil 2

Tipps und Losungen bei Problemen mit Zenoahmotor G230

Problem! Motor springt nicht an.

Losung! Ziindkerze herausdrehen und den Kerzenstecker auf die
Zundkerze aufdriicken. Zindkerzen-AuBengewinde mittels einer
abisolierten Flachzange gegen den Zylinder halten und Motor mit
dem Starterseil anziehen. Jetzt sollte an der Ziindkerze deutlich
ein Zindfunke zu sehen sein. Ist kein Zindfunke zu sehen und
der Ringspalt ist zudem noch sehr stark verruBt, sollte mit einer
Stahlnadel zwischen Isolator und Gehause die abgelagerte Olkoh-
le (VerruBung) entfernt werden. Den Ringspalt noch mit FG Reini-
gungs-Spray ausspllen und abliften lassen. Zindkerze in den
Motor einsetzen und Motor starten.

AnschlieBend den Motor flr einige Sekunden auf Vollgas laufen
lassen, damit sich die Zindkerze freibrennt bzw. reinigt.
Achtung! Bei weiterer Benutzung des Motors auf korrekte Verga-
sereinstellung achten. Beim Betrieb des Motors das Gemisch
nicht zu fett einstellen, da bei einem zu fetten Gemisch dieses
Problem wieder auftreten kann (s. Anleitung 5. Vergasereinstel-
lung).

Problem! Motor hat Zlundaussetzer bzw. keinen Zundfunken.

L6sung! Verbindung zwischen Ziindkerze und Ziindkerzenstecker
prifen. Der Kerzenstecker muss fest auf der Zundkerze sitzen.
Sollte dies nicht der Fall sein, Zindkerzenstecker gegen einen
neuen austauschen.

== e

Problem! Erhdhte und unregelméaBige Leerlaufdrehzahl

Losung! Der Motor lauft beim Gaswegnehmen etwas nach und
hat einen unregelmaBigen erhohten Leerlauf. Zudem laBt sich
der Vergaser nur schwer bzw. Uberhaupt nicht mehr einstellen.
In diesem Falle sind Isolator- und Vergaserdichtung auf ihren Zu-
stand, sowie der Isolator auf Verzug zu prifen und ggf. defekte
Teile auszutauschen.
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Operating instructions for
Solo and Zenoah engines, part 2
Tips and solutions for problems with Zenoah engine G230

Problem! Engine doesn’t start.

Solution! Unscrew the spark plug and press the spark plug sok-
ket on the spark plug. Hold the spark plug outside thread with
bared flat tongs against the cylinder and start the engine with the
rope. Now you should be able to see an ignition spark clearly at
the spark plug. If there is no ignition spark and the annular gap
has carbon residues, then remove these residues between insula-
tor and housing with a steel needle. Afterwards rinse the annular
gap with FG Cleaning spray and let it ventilate. Screw the spark
plug back into the engine and start it. Finally let the engine run at
full speed only for a few seconds so the spark plug can clean
itself.

Attention! For the further use of the engine see to a correct car-
buretor adjustment. Do not use an overrich mixture as this pro-
blem can occur again (see instruction point 5, carburetor adjust-
ment).

Problem! Engine has spark failures or rather no ignition spark.

Solution! Check the connection between spark plug and spark
plug socket. The plug socket must sit firm on the spark plug. If this
is not the case, replace the spark plug socket against a new one.

Problem! Increased and irregular no-load speed.

Solution! The engine has an irregular increased no-load speed.
Further the carburetor can hardly or not be adjusted anymore. In
this case check insulator and carburetor gasket on their condition
as well as the insulator on distortion and replace defective parts if
necessary.

A.Motoren-Teil2-13032007
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