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6" MIN. #1 AND #2 CRUSHED STONE (NYSDOT GRADATION TABLE 703-4) LEVELING BASE THOROUGHLY COMPACTED
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PRECAST OR POURED CONCRETE MANHOLE BASE (ASTM C-478) ENHANCED W/ XYPEX C-1000
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REINFORCED PRECAST CONCRETE RISER SECTIONS (ASTM C-478) ENHANCED W/ XYPEX C-1000

AutoCAD SHX Text
RISER AND CONE JOINTS AND LIFT HOLES SHALL BE FILLED WITH APPROVED BITUMINOUS CAULK AND SEALED WITH 2 COATS OF APPROVED BITUMASTIC COAL TAR SEALER

AutoCAD SHX Text
FILL ALL AROUND WITH CONCRETE EXCEPT IN PAVEMENT.  COAT WITH APPROVED BITUMASTIC COAL TAR SEALER.
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WATERTIGHT PICK HOLE AS REQUIRED BY THE WATER AND SEWER SUPERINTENDENT.
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FINISHED GRADE
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UNDISTURBED EARTH
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SLOPE
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BRICK OR PRECAST SPACERS (MAX. 3 COURSES) WITH 2 INTERIOR COATS OF APPROVED BITUMASTIC COAL TAR SEALER
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REINFORCED PRECAST CONCRETE FLAT COVER SLAB WITH 24" DIA. ECCENTRIC MASONRY OPENING
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SUPER "O" RING JOINT AND GASKETS (ASTM C-443)
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COAT INSIDE AND OUTSIDE SURFACES WITH 2 COATS OF KOPPERS COMPANY "BITUMASTIC SUPER SERVICE BLACK"
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3000 PSI CONCRETE BENCH WALL  ENHANCED W/ XYPEX C-1000
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PROVIDE WATER TIGHT PIPE BOOTS
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AREAS OUTSIDE OF PAVEMENT USE SELECT ON SITE MATERIAL THOROUGHLY COMPACTED IN ACCORDANCE WITH SECTION 203-3.15 OF THE NEW YORK STATE STANDARD SPECIFICATIONS.
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WITHIN PAVEMENT AREAS USE COMPACTED SELECT GRANULAR FILL CONFORMING TO NYSDOT ITEM # 203.07 COMPACTED IN 6" LIFTS IN ACCORDANCE WITH SECTION 203-3.15 OF THE NYSDOT STANDARD SPECIFICATIONS
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WRAP JOINTS W/ CONSEAL OR EQUAL (TYP.)
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APPLY EPOXY IN VICINITY OF ANY FORCEMAIN CONNECTION  STEP ALIGNMENT LESS THAN 1" (VERTICAL) ALIGNMENT TOLERANCE
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EAST JORDAN CASTING CAMPRESSION WATER TIGHT MANHOLE FRAME AND COVER ASSEMBLY SET IN MORTAR BED WITH MORTAR FILLET ALL AROUND.
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MAIN SEWER

AutoCAD SHX Text
90° BEND, ROTATE TODIRECTION OF FLOW
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INSTALL HALF CAP
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SECURING STRAPS 1/8"x1 1/2" STAINLESS STEEL, FORM TO FIT DROP PIPE. FASTEN TO M.H. WALL W/ 5/16"x2" S.S. BOLTS IN SHIELDS.


