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AutoCAD SHX Text
%%UGENERAL NOTES:

AutoCAD SHX Text
IT IS A VIOLATION OF NEW YORK STATE EDUCATION LAW 7209.2 FOR ANY PERSON, UNLESS ACTING UNDER THE DIRECTION OF A LICENSED PROFESSIONAL ENGINEER, TO ALTER THESE PLANS IN ANY WAY, IF ALTERED, THE PERSON WHO ALTERED THE PLANS SHALL COMPLY WITH THE REQUIREMENTS OF THE NEW YORK EDUCATION LAW.

AutoCAD SHX Text
%%UPLAN APPROVALS

AutoCAD SHX Text
TOWN PLANNING BOARD CHAIRPERSON

AutoCAD SHX Text
_____________________________________

AutoCAD SHX Text
SIGNATURE

AutoCAD SHX Text
1. THE SOILS INFORMATION PROVIDED ON THIS PLAN MAY NOT BE REPRODUCED OR UTILIZED IN THE SOILS INFORMATION PROVIDED ON THIS PLAN MAY NOT BE REPRODUCED OR UTILIZED IN ANY WAY FOR PURPOSES OTHER THAN THE CURRENT ACTION AS REPRESENTED BY SCOTT DEHOLLANDER PE. 2. ANY INSTALLED SYSTEM MUST BE COMPLETELY BACK-FILLED AND ROUGH GRADED WITHIN 24 ANY INSTALLED SYSTEM MUST BE COMPLETELY BACK-FILLED AND ROUGH GRADED WITHIN 24 HOURS OF INSPECTION AND ACCEPTABILITY BY THE DESIGN ENGINEER. 4. NO SUBSURFACE DISPOSAL SYSTEM WILL BE INSTALLED UNDER ADVERSE WEATHER CONDITIONS. NO SUBSURFACE DISPOSAL SYSTEM WILL BE INSTALLED UNDER ADVERSE WEATHER CONDITIONS. 5. THERE WILL BE NO DRIVING OR PARKING OVER THE AREA OF THE SUBSURFACE DISPOSAL THERE WILL BE NO DRIVING OR PARKING OVER THE AREA OF THE SUBSURFACE DISPOSAL 6. THE AREA OF THE LEACH FIELD SYSTEM WILL BE FINAL GRADED AND SEEDED AS SOON AS THE AREA OF THE LEACH FIELD SYSTEM WILL BE FINAL GRADED AND SEEDED AS SOON AS POSSIBLE AFTER CONSTRUCTION TO SHED SURFACE WATER SYSTEM.

AutoCAD SHX Text
FINAL APPLICATION

AutoCAD SHX Text
LOT 4 SCOUT PLAINS SUBDIVISION

AutoCAD SHX Text
SITE PLAN

AutoCAD SHX Text
EXIST GRADE

AutoCAD SHX Text
N.T.S

AutoCAD SHX Text
PROVIDE POSITIVE DRAINAGE WITH 9"-12" DEEP SWALES

AutoCAD SHX Text
EXIST GRADE

AutoCAD SHX Text
TURF TO BE ESTABLISH IMMEDIATELY FOLLOWING EXCAVATION WORK

AutoCAD SHX Text
NOTE:

AutoCAD SHX Text
1

AutoCAD SHX Text
1' MAX

AutoCAD SHX Text
3 TYP.

AutoCAD SHX Text
%%USWALE DETAIL


	Sheets and Views
	Site plan


