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1. CHANNELS TO BE FORMED TO APPROXIMATE WIDTH, SIZE, & SHAPE OF PIPE CHANNELS TO BE FORMED TO APPROXIMATE WIDTH, SIZE, & SHAPE OF PIPE AND FINISHED WITH GROUT 2. THICKNESS OF GROUT TO BE APPROXIMATELY HALF AN INCH (1/2") THICKNESS OF GROUT TO BE APPROXIMATELY HALF AN INCH (1/2") 3. TROWEL SMOOTH CURVES TO FIT, TYPTROWEL SMOOTH CURVES TO FIT, TYP
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SHELF
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1. LAY PIPE THROUGH THE BOTTOM OF MANHOLE LAY PIPE THROUGH THE BOTTOM OF MANHOLE 2. AFTER CONCRETE HAS SET, REMOVE UPPER AFTER CONCRETE HAS SET, REMOVE UPPER PORTION OF PIPE 
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TYPICAL STRAIGHT THROUGH MANHOLE
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TYPICAL CURVED MANHOLE
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1. REMOVE PORTION OF PIPE IN BOXED AREA ABOVE REMOVE PORTION OF PIPE IN BOXED AREA ABOVE 2. THEN LAY PIPE THROUGH THE BOTTOM OF THEN LAY PIPE THROUGH THE BOTTOM OF MANHOLE 3. AFTER CONCRETE HAS SET, REMOVE UPPER AFTER CONCRETE HAS SET, REMOVE UPPER PORTION OF PIPE 
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TYPICAL MANHOLE WITH 1 BRANCH
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TYPICAL MANHOLE WITH 2 BRANCHES
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1.	WHEN FOUR LINES COME INTO A MANHOLE, THE WHEN FOUR LINES COME INTO A MANHOLE, THE TWO LINES WHICH EMPTY INTO THE MAIN CHANNEL ARE TO BE STAGGERED FROM CENTERLINE TO CENTERLINE BY 12" MINIMUM
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